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The Series of Extended Fin Chaing are used to
transfer parts to different work staions, in indexing
Mechanisms eic.
C AMERICAN SERIES
Intl Ref. Nao. Chain Pitch Width Roller Extended Pin Extended
MNo. P} between Dia Pin Extension Pin Length
Inner (D) Dia L1 L2
Plates (Max) (d)
(W) (Maz)
(Min)
A2040 E0BADL 25.40 7.85 7.92 3.96 9.50 16.70
AZ2050 E10201 31.75 9.40 10.16 5.08 11.90 21.00
A2060 E12101 38.10 12.58 1191 5.04 14,60 27.80
A2080 E16101 50.80 15.75 15.88 7.92 19.00 35.30
A2100 E20101 63.50 18.90 19.05 9.53 23.80 43.40
A2120 E24101 76.20 2522 2223 11.10 28.60 52.40
Intl Ref. No. Chain Pitch Width Roller Extended Pin Extended
MNo. P} between Dia Pin Extension Pin Length
Inner () Dia L1 L2
Plates (Max) (d)
(W) (Maz)
(Min)
208B E0B301 25.40 7.75 8.51 445 9.50 16.70
2108 E10101 31.75 9.65 10.16 5.08 11.90 21.00
2128 E12001 38.10 11.68 12.07 572 14,60 27.80
2168 E16001 50.80 17.02 15.88 8.27 19.00 35.30
2208 E20001 63.50 19.65 19.05 10.19 28.80 43.40
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Naoite : Extended Pin Length, Dia, Frequency as per customer requirement. Pin Extension — one side, both sides available

HOLE TYPE

GROOVE TYPE

DOUBLE SIDE EXTENMDED TYPE



https://www.tidcindia.in/Diamond_IndustrialChains.html

