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The seres of Exiended Pin Chains are used to transier pars
to different work stations, in indexing Mechanisms et
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Intl. Chain Extended Pin Extended Extended Average
Ref. Mao. Pin Dia Extension Pin Length A Connecting Weight

Ma. (d) L1 {Nom) Pin Length B Per Metre
(Max) (Nam) (Nom) (Kag)
05B-1 D05B01J101 231 3.00 10.95 11.85 0.18
05B-1 D05BO01J104 231 5.00 12.25 13.15 0.19
06B-1* D06101J101 3.27 442 16.05 17.65 0.42
06B-1* D06101J103 3.27 11.10 22.75 24.35 0.47
06B-1* DO6101J102 3.27 21.75 33.50 35.00 0.43
08B-1 D0B301J115 445 15.15 30.91 33.00 0.75
08B-1 DOB301J117 445 44.00 59.80 61.90 0.89
081C-1 D0B8001J101 3.63 12.00 20.95 22.16 0.37
10B-1 D10101J102 5.08 17.63 35.26 36.85 1.07
12B-1 D12001J112 572 20.83 41.66 43.07 1.22
16B-1 D16001J112 B.27 33.80 67.58 69.42 3.03
40-1 D08A0LI101 397 16.20 31.60 32.60 0.75
60-1 012101104 5.94 24.10 48.25 4965 1.77

Spares E & F are available for all models
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HOLE TYPE GROCVE TYPE DOUBLE SIDE EXTENDED TYPE

Spares E & F are available for all models
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